


Image Pro Ultra Software 

3D Surface Plot 

Measurement Tools: 
• Live Measurement 
• Multiple Measurements 
• Calibration Manager 
• Line Distance 
• Point to Point Horizontally 
• Horizontal Lines 
• Point to Point Vertically 
• Vertical Lines 
• Parallel Lines 
• Poly Line 
• Center to Center Circle 
• Circle 
• Center Circle 
• 3 Point Circle 
• Ellipse 
• Rectangle Area 
• Polygon Area 
• 2 Line Angle 
• 3 Point Angle 
 

Grid Overlay 

Grid Overlay: 
• Square 
• Scale 
• Cross Hair 
• Concentric Circle 
• Center Square 

Annotation Tools 
 

Annotation Tools: 
• Point 
• Line 
• Rectangle 
• Circle 
• Ellipse 
• Poly Line 
• Polygon 
• Text 
• Arrows Multi-Focus Feature 

Combine different layer images into one 

Live Multiple Measurements 

Tiling Feature 
Combine/Tile different images into one 

Real-Time Multiple Measurement and  
Image Processing Software 



YSC PowerScope M400 (10x - 400x) Specifications
Lens Adapters Available 0.3x 0.4x 0.5x 0.7x 1.4x 2.0x 2.0x
Part Number MX03 MX04 MX05 MX07 MX14 MX20 RC-2X
Video Magnification with 14" 
monitor and 1/2" CCD camera 10x - 60x 13x - 80x 17x - 100x 23x - 140x 33x - 200x 46x - 280x 66x - 400x 66x - 400x

Horizontal field of view 28.3 to 4.67mm 21.2 to 3.5mm 17 to 2.8mm 12.1 to 2.0mm 8.5 to 1.4mm 6.1 to 1.0mm 4.3 to 0.7mm 4.3 to 0.7mm
1.11" to 0.18" 0.83" to 0.14" 0.67" to 0.11" 0.48" to 0.079" 0.33" to 0.055" 0.24" to 0.039" 0.17" to 0.028" 0.17" to 0.028"

Working Distance 283mm (11.1") 211mm (8.31") 170mm (6.69") 119mm (4.69") 90mm (3.54") 55mm (2.17") 33mm (1.30") 90mm (3.54")
PowerZoom Lens Features

Illuminations Available
High Resolution CCD Camera 
Options
Megapixel Camera Options
HD High Definition Cameras
Stand Options
Video Options
Image formats

Specifications subject to changes and E&O without notice and liabilities.

M400

Telecentric
Adjustable Iris and Fine Focus

With or without Detent "click" stops
Internal Coaxial (bright field), Ring, Dual Arm Fiber, Side and Back Lighting

jpg, tif, bmp

1/2" or 1/3" Color CCD with S-Video and Composite Outputs

1.4MP, 2.0MP, 3.3MP and 32MP

Tilting Focus Block, Boom Stand, Articulating Arm, Basic Stand
Video Image Capture, Video Measurement, XY & Z Measurement Stage

1080p and 1080i

4432-I Enterprise St. 
Fremont, CA  94538 
USA 
 
Tel:  510.226.0889 
Fax: 510.226.6789 
info@ysctech.com 
www.ysctech.com 

Computer 

XY Stage 

Portable Image and 
Video Capture Device 

Accessories: 

USB Capture Device 
XY Measurement Stage 

LCD Monitor Options: 

SONY 15 Inch LCD 15 Inch LCD  10 Inch LCD  
8 Inch LCD  

Applications: 
• Assembly 
• Production 
• Quality Control 
• Failure Analysis 
• Process Control 
• Measurement 
• SMT 
• Electronics 
• Medical Device 
• Machining 
• Aerospace 
• Natural Science 
• Training 
• Documentation 


